kinetex Put A Cork In It | 1830

Modular

Product Specifications

Construction Textile Composite
Backing Polyester Felt Cushion
l Dye Method Solution Dyed
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Special Technologies

Kinetex ProTex® Standard

Environmental Specifications & Tests

Recyclability: 100% Closed-loop Recyclable

NSF 140: Platinum Certified

Indoor Air Quality GLP2690

Total Recycled Content: 45%

Flooring Radiant Panel Class 1

Smoke Density Less then 450 flaming (ASTM E 662)
Static Test Less then 3 kv (AATCC-134)

ADA Compliance Compliant For Accessible Routes
Pill Test Yes

Lightfastness Yes

Installation Methods: Brick, Ashlar, Quarter Turn

Colorways

2182 Stein 2183 Beaker 2184 Jar 2185 Bottle 2186 Vessel 2187 Decanter

2188 Cask 2189 Basin 2190 Carafe 2191 Barrel 2192 Canteen 2193 Cruet

2194 Caisson 2195 Magnum 2196 Jug 2197 Drum
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https://www.jjflooringgroup.com/wp-content/uploads/Kinetex-Wrnty1_2.2020_Final.pdf
https://www.jjflooringgroup.com/wp-content/uploads/Kinetex_Adhesive_Wrnty_02.2020_Final.pdf
https://www.jjflooringgroup.com/wp-content/uploads/PreFix_Warranty_updated-2-6-19-1.pdf

